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It’s the 1970’s and Technics embarks on an ambitious plan to develop a 
state of the art turntable system for mastering discrete CD-4 quadraphon-
ic records. Though little is known of the engineers and scientists involved 
in this project, the fruits of their labor grace the audio landscape today and 
remain in high demand. 
 
The Special Products group is responsible for the SP-02 disc cutting turn-
table, in use to this day for mastering audiophile lacquers. For playback, 
the SP-10, 15 and 25 turntables were developed, employing for the first 
time, a linear frequency generator to monitor and control platter speed. It 
is this drive and control system that eliminated, for the first time, the ef-
fects of both static and dynamic stylus drag on speed stability. A problem 
belt drive engineers  all but gave up on solving affordably, years ago. 
 
Today’s 1200 series is the step child of the SP series and embodies every 
bit of that technology and engineering science. The world standard for 
professional club use, that good fortune has allowed the SL-1200 to re-
main the most affordable hi end turntable available today.  
 

Milestones: 
• 1994 KAB Introduces 78 speed mod 
• 2000 KAB introduces TD-1200 Fluid Damper 
• 2003 KAB introduces PS1200 Power Supply 
• 2004 KAB Introduces SX-1200 Strobe Disabler 
• 2007 KAB Begins Cardas Tonearm Rewires 
• 2009 KAB Introduces PS1200GX Low Noise Power Supply 
• 2010 KAB Introduces Super Low Noise Cardas Phono Wire 
• 2012 KAB Introduces DC1200 & Reproduction PC Boards 
• 2014 KAB Introduces Half Speed and UltraPitch Mods  
• 2014 KAB Introduces  SuperFlex Tonearm Wire 
• 2017 KAB Introduces Poly Metal Platter Mat 
• 2025 KAB Introduces PS1200GLi Power Supply 
• 2025 KAB Introduces New PC-1200 RCA Jack Plate 

Instr uct ion Manual  

KAB  
ELECTRO - ACOUSTICS 

www.kabusa.com 

PC-1200 RCA Jack Plate 
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KAB PC-1200 RCA JACK PLATE  & GROUND POST 

INSTALLATION INSTRUCTIONS 

Locate jack plate, spacer, screw 
and drill bit. Place spacer in loca-
tion shown by arrow and drill hole 
through rubber and composite, 
stopping when you hit the metal 
top. The drill only penetrates 5/8” 
down towards the top. 
 
 
Run the screw all the way down 
and back out to create threads.  
 
Apply super glue to rubber base 
only and assemble all parts and 
leave for the glue to set.  
 
Do Not Glue the Spacer to the 
Jack Plate! 

Locate the ground post hardware 
and #4 self tapping screw.  
 
Remove the one case screw and run 
the #4  screw in and out of the hole 
to reform the threads. Install the 
threaded stud.  
 
Place the large fender washer and 
run the #4 nut down and tighten.  
Install 2 washers and brass thumb 
screw. 
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KAB PC-1200 RCA JACK PLATE  & GROUND POST 

INSTALLATION INSTRUCTIONS 

With the rubber bottom removed 
and the tonearm cavity opened. 
Route the  PC board through the 
metal cover and screw  it down into 
the tonearm cavity. Do Not Forget 
the Metal Cover! 
 
Solder the tonearm wires to the PC 
Board. B G R  W BL from left to 
right. Be sure the internal ground 
wire is under the long screw. You 
will not need the external ground 
wire any longer. 
 
Set the arm height to 6 and replace 
the metal cover and cable clamp. 

Route the Jack Plate through the 
rubber bottom and reinstall the 
rubber bottom and then screw the 
jack plate into place. 

General Info: 
Installing this kit requires some basic mechanical skills and soldering. 
If you have never handled a drill before, learn it before attempting this 
kit. You don’t want to drill through the top plate!  
The drill only penetrates 5/8” down towards the top. Soldering the 
tonearm wires is best done by applying solder bumps to each pad on 
the pc board, coat with flux, and then reheat as you place each wire. 


